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It is designed for NO-VENT fueling station. Upgraded seal and parts guarantee free problem operation. The nozzle connects with fuel hose by 
adaptor kit. The nozzle is maneuvered using the dual handle lever. The receptacle mounts on the LNG fueled vehicle. Both nozzle and receptacle 
have independent shut-off valves. Fail safe feature prevents LNG flow from either the nozzle or receptacle from forced separation.  

Locus's LNG fuel nozzle is designed to meet the time conscious fuelling tasks of fleet operators with following features:

・No nitrogen is needed for continuous operation

・One motion mating within 2 seconds 

・Simple compression fitting on receptacle allows simple and inexpensive installation

・Receptacle can be used as primary shutoff valve

・Modular construction for simple maintenance

・Easy ice removal frozen from long term service and humid air

・Spring energized seal prevents liquid leak for fueling

・Strong design to be durable at fleet fueling facility

・Better service anywhere in the world wide market

・ Fluid compatibility: LNG, LMG, LN2, LC2H4 
・ Rated flow rate: 190 liters per minute
・ Maximum working pressure: 3.45 MPa 
・ Maximum refueling pressure: 1.72 MPa 
・ Spillage on de-mating: Less than 1 cc 
・ Operating temperature: -196℃ ~ 80℃

・ Weight: 5.5 kgs
・ Port size: 1", 37 deg. Flare fitting  

Description 

• 190-LN-1 NOZZLE • 190-LRC-1 RECEPTACLE

Features 

Specification

Nozzle
・ Fluid compatibility: LNG, LMG   
・ Rated flow rate:190 liters per minute 
・ Maximum working pressure: 3.45 MPa 
・ Operating temperature: -196℃~ 80℃

・ Weight: 1.40kg
・ Port Size: Model 190-LRC-1: M30 x 1.5 
                      Model 190-LRC-1S: 3/4”F.NPT 

Receptacle 
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LNG FUELING COUPLING:
NOZZLE and RECEPTACLE 
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LNG FUELING COUPLING: 
NOZZLE and RECEPTACLE 

MODEL : 190-LN-1 NOZZLE, 190-LRC-1 RECEPTACLE

Very simple to couple

 1. Slide nozzle onto receptacle all the way until "locked".
 2. Push nozzle handles forward to couple and start fuel.
 3. Pull nozzle handles backward to de-couple and remove nozzle.   

Coupling Operation 

Fail safe interlocks prevent the removal of nozzle while fueling opera-

tion. If nozzle is removed forcedly, the nozzle and receptacle will close 

all valves automatically.   

Safe Operation 
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